
FICHE
TECHNIQUE

Explication

Forme tombeau, base prismatique, fioles rodées
Cage de protection pour les sensibilités de 0,30 à 0,01
Précision selon DIN 877

Caractéristiques

Caractéristique Valeur
Type de produit Niveau de précision
Nombre de niveaux à bulle 1

Distribué en Belgique par www.odm.eu et en France par www.outilac.fr

https://www.odm.eu/
https://www.odm.eu
https://www.outilac.fr


FICHE
TECHNIQUE

Variantes

Code article Longueur (cm) Sensibilité au mètres
26701001 16 0,3
26701002 20 0,3
26701003 25 0,3
26701004 30 0,3
26701006 50 0,3
26702001 16 0,1
26702002 20 0,1
26702003 25 0,1
26702004 30 0,1
26702006 50 0,1
26703001 16 0,04
26703002 20 0,04
26703003 25 0,04
26703004 30 0,04
26703006 50 0,04
26704001 16 0,02
26704002 20 0,02
26704003 25 0,02
26704004 30 0,02
26704006 50 0,02
26705001 20 0,01
26705002 25 0,01
26705003 30 0,01
26705005 50 0,01

Distribué en Belgique par www.odm.eu et en France par www.outilac.fr

https://www.odm.eu/
https://shop.odm.eu/nl-be/p/26701001
https://shop.odm.eu/nl-be/p/26701002
https://shop.odm.eu/nl-be/p/26701003
https://shop.odm.eu/nl-be/p/26701004
https://shop.odm.eu/nl-be/p/26701006
https://shop.odm.eu/nl-be/p/26702001
https://shop.odm.eu/nl-be/p/26702002
https://shop.odm.eu/nl-be/p/26702003
https://shop.odm.eu/nl-be/p/26702004
https://shop.odm.eu/nl-be/p/26702006
https://shop.odm.eu/nl-be/p/26703001
https://shop.odm.eu/nl-be/p/26703002
https://shop.odm.eu/nl-be/p/26703003
https://shop.odm.eu/nl-be/p/26703004
https://shop.odm.eu/nl-be/p/26703006
https://shop.odm.eu/nl-be/p/26704001
https://shop.odm.eu/nl-be/p/26704002
https://shop.odm.eu/nl-be/p/26704003
https://shop.odm.eu/nl-be/p/26704004
https://shop.odm.eu/nl-be/p/26704006
https://shop.odm.eu/nl-be/p/26705001
https://shop.odm.eu/nl-be/p/26705002
https://shop.odm.eu/nl-be/p/26705003
https://shop.odm.eu/nl-be/p/26705005
https://www.odm.eu
https://www.outilac.fr
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