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(See page 92 for material characteristics)

Samarium Cobalt Shallow Pots

•  Max. operating temperature: 200°c
•  Mild steel pot
•  Zinc plated body
•  For press fit applications

Product 
Number

Diameter
mm

Thickness
mm

Weight
g

Pull
 Force

kg 

Units / 
Pack 

E760 6 4.5 1 0.5 20
E761 8 4.5 1.5 1.1 20

E762 10 4.5 2.5 2.0 20

E763 13 4.5 4.5 4.0 20
E764 16 4.5 6.5 6.0 20
E765 20 6 15 9.0 10
E766 25 7 22 15.0 10
E767 32 7 40 22.0 10

•  Max. operating temperature: 200°c
•  Mild steel pot
•  Zinc plated body
•  Easy attachment with screw or bolt

Product 
Number

Diameter
mm

Thickness
mm

Height (Inc 
Thread)

mm
Thread 

 Ferrule 
Outer Dia.

mm

Weight
g

Pull 
Force

kg 

Units /
 Pack

E770 6 4.5 11.5 M3 6 2.7 0.5 20
E771 8 4.5 11.5 M3 6 3.6 1.1 20
E772 10 4.5 11.5 M3 6 4.5 2.0 20
E773 13 4.5 11.5 M3 6 7.5 4.0 20
E774 16 4.5 11.5 M4 8 9 6.0 20
E775 20 6 13 M4 8 16.5 9.0 10
E776 25 7 14 M4 8 33 15.0 10
E777 32 7 15.5 M5 10 48 22.0 5

Samarium Cobalt Shallow Pots 
with Threaded Hole


