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•  Max. operating temperature: 120°c
•  Mild steel pot
•  Zinc plated
•  For press fit applications

Product 
Number

Diameter
mm

Thickness
mm

Weight
g

Pull 
Force

kg

Units / 
Pack

E700 10 4.5 2 0.4 20
E701 13 4.5 3 1.0 20
E702 16 4.5 4.5 1.8 20
E703 20 6 10 3.0 10
E704 25 7 19 4.0 10
E705 32 7 30 8.0 10
E706 40 8 55 12.5 5
E707 50 10 100 22.0 5
E708 63 14 230 35.0 1
E709 80 18 485 60.0 1

Ferrite Shallow Pots

�������Ferrite

Ferrite Shallow Pots 
with Threaded Hole
•  Max. operating temperature: 120°c
•  Mild steel pot
•  Zinc plated
•  Female thread
•  Ideal for mounting components with screw or bolt

Product 
Number

Diameter
mm

Thickness
mm

Overall 
Height

mm
Thread

Weight
g

Pull 
Force

kg

Units / 
Pack

E860 10 4.5 11 M3 3 0.4 20
E861 13 4.5 11.5 M3 5 1.0 20
E862 16 4.5 11.5 M3 6 1.8 20
E863 20 6 13 M3 11 3.0 10
E864 25 7 15 M4 22 4.0 10
E865 32 7 15 M4 32 8.0 5
E866 36 8 16 M4 45 10.0 5
E867 40 8 18 M5 60 12.5 5
E868 47 9 17 M4 90 18.0 1
E869 50 10 22 M6 110 22.0 1
E870 57 10.5 18.5 M4 145 28.0 1
E871 63 14 30 M8 240 35.0 1
E872 80 18 34 M10 520 60.0 1
E873 90 20 40 M10 820 70.0 1
E874 100 22 42 M12 940 90.0 1
E875 125 26 50 M14 1720 130.0 1

Eclipse Magnetics  Work Smart with Magnets


