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30 Eclipse Magnetics Work Smart with Magnets

Ferrite

Utility

Ferrite Shallow Pots
with Mounting Hole

•  Max. operating temperature: 120°c
•  Mild steel pot
•  Zinc plated body

Product 
Number

Diameter
mm

Thickness
mm

Hole In 
Body
mm

Hole In 
Magnet

mm

Weight
g

Pull 
Force

kg

Units / 
Pack 

E888 50 10 8.5 22 9 18 5
E889 80 18 6.5 16 480 54 1

•  For screw fixing

Product 
Number

Diameter
mm

Thickness
mm

Hole Size
mm

Screw 
Head

Weight
g

Pull 
Force

kg

Units / 
Pack

E887 20 6 4.2 M4 9 2.7 10
E876 25 7 5.5 M5 16 3.6 10
E877 32 7 5.5 M5 27 7.2 10
E878 40 8 5.5 M5 53 9.0 5

Ferrite Shallow Pots
with Countersunk Hole

Ferrite Shallow Pots 
with Male Thread
•  Ideal for mounting components

Product 
Number

Diameter
mm

Thickness
mm

Overall 
Height

mm
Thread

Weight
g

Pull 
Force

kg

Units / 
Pack

E720 22 7 17 M5 20 3.5 5
E723 32 7 22 M5 32 8.0 5

(See page 92 for material characteristics)

Ferrite Discs

Product 
Number

Diameter
mm

Thickness
mm

Weight
g

Pull 
Force

kg

Units / 
Pack

CM700-R 14 5 3.8 0.123 10
CM701-R 20 5 7.9 0.175 10
CM702-R 30 5 17.7 0.262 10


