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40 Eclipse Magnetics Work Smart with Magnets

Dimensions mm Flat Section Round Section

Product 
Number

Self 
Weight 

kg
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Material Length 
Max.
mm

SWL*
kg

Thickness 
Min.
mm

SWL*
kg

Diameter 
Max
mm

UL0125+ 4 155 101 69 74 138 152 34 27 1500 125 20 50 200

UL0250+ 11 214 155 92 96 192 218 51 40 1500 250 25 100 300

UL0500+ 27 300 224 122 128 251 266 63 49 2000 500 30 200 400

UL1000+ 63 359 260 176 174 314 382 71 55 3000 1000 45 400 450

UL2000+ 157 477 368 233 227 422 552 102 79 3000 2000 55 800 600

Magnetic lifters are quicker, easier and 
safer to use than slings, chains, hooks 
and grabs, and do not mark the load.

3 Safety Features
•  Locking switch handle mechanism
•  Unique 'Safety Shim' - Pre-test any load to ensure a 3:1
    safety factor
•  Locking eye mechanism 
    - Magnet cannot be switched off while holding a load

3:1 Safety Factor
The patented 'safety shim' 
allows pre-testing of the load 
to be lifted irrespective of 
weight, material, thickness 
and surface condition.

*Safe working load

Onboard switching and permanent magnet technology mean 
installation and operation could not be easier and running costs 
are non-existent. Access is only required to the load's top face, 
allowing for more efficient storage and handling.

Lifting

UltraLift


