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ATD - PROTWIST® schroevendraaier voor Pozidriv®
kruiskopschroeven - rond bled

Description:
●
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Diameter [mm] Diameter
D1 [mm]

Lengte
L1
[mm]

Lengte
[mm]

Lengte
[mm]

Pozidriv
Tip
Aantal
["]

Gewicht
[g]

ATD0X75 25.0 3.0 75.0 178.0 103.0 PZ0 45.0
ATD0X75PB 25.0 3.0 75.0 178.0 103.0 PZ0 45.0
ATD1X100 30.0 4.5 100.0 209.0 109.0 PZ1 76.0
ATD1X100PB 30.0 4.5 100.0 209.0 109.0 PZ1 76.0
ATD1X250 30.0 4.5 250.0 359.0 109.0 PZ1 99.0
ATD1X75 30.0 4.5 75.0 184.0 109.0 PZ1 73.0
ATD2X100 36.0 6.0 100.0 220.0 120.0 PZ2 120.0
ATD2X125 36.0 6.0 125.0 245.0 120.0 PZ2 126.0
ATD2X125PB 36.0 6.0 125.0 245.0 120.0 PZ2 126.0
ATD2X250 36.0 6.0 250.0 370.0 120.0 PZ2 153.0
ATD3X150 40.0 8.0 150.0 275.0 125.0 PZ3 194.0
ATD4X200 40.0 10.0 200.0 325.0 125.0 PZ4 277.0


