HSS-Fraser // Walzenstirnfraser maykestag fbreaon®

Walzenstirnfraser f3 Shell end mills i) Frese frontali
Einsatzbereich: Range of application: Impiego:
Empfohlen zum Frésen von schwer zerspanbaren Recommended for milling in heavy duty materials Fresatura generale di acciai di difficile lavorabilita con
Werkstoffen bis 1.300 N/mm? Festigkeit sowie up to a tensile strength of 1.300 N/mm? R fino a 1.300 N/mm?, acciai inossidabili,
von rost- und saurebestandigen Stahlen, as well as in rust- and acid-resistant steels, acciai resistenti agli acidi, leghe di Titanio.
Titanlegierungen u. &. titanium-alloyed materials etc.
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dljsie  bus d2 47 Z Code 3044 dljsis  bis d2 47 Code 3044
mm mm mm Art.-Nr. mm mm mm Art.-Nr.
30 30 13 B (3044003001 00 50 30 22 8 03044005501 00
35 85 16 6 03044003501 00 60 30 27 8 (3044006301 00
40 20 16 6 (03044004201 00 60 60 27 8 03044006601 00
40 40 16 6 03044004401 00 75 35 27 10 (304400730100
S0 25 e 8 (13044005201 00 90 &5 27 10 03044008001 00

HSS milling cutters

HSS frese

-
[}
(%}

Bl
g

w

I

72}

(72}

pu g




